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SCOPE OF WORK

UINTA CONTROL ROOM:

ALL WORK REQUIRED TO REMOVE THE EXISTING BARS AROUND THE CONTROL ROOM,
REMOVE THE EXISTING GLAZING AND REPLACE WITH TINTED LEXGARD.

ALL WORK REQUIRED TO DEMOLISH AND REMOVE EXISTING MILLWORK AND HAND
SINK' AND INSTALL NEW MILLWORK  AS INDICATED HEREIN.

ALL WORK REQUIRED TO REMOVE EXISTING WATER CLOSET, RE-PLUMB AND INSTALL
NEW STAINLESS STEEL WATER CLOSET/LAV. ASSEMBLY WITH NEW ON DEMAND WATER
HEATER AS INDICATED HEREIN.

ALL WORK REQUIRED TO PROVIDE AND INSTALL (2) NEW CALL BUTTONS.

OQUIRRH CONTROL ROOMS (4 TOTAL):

ALL WORK REQUIRED TO REMOVE EXISTING GLAZING AND INSTALL NEW TINTED
LEXGARD.

ALL WORK REQUIRED TO DEMOLISH AND REMOVE EXISTING MILLWORK AND INSTALL
NEW MILLWORK AS INDICATED HEREIN.

NON CONTACT VISITATION ROOMS (53 TOTAL):

(OQUIRRH:23, UINTA 1:8, UINTA 3:9, UINTA 4:10, OLYMPUS:3)

ALL WORK REQUIRED TO REMOVE EXISTING GLAZING AND COMMUNICATIONS PORT
AND INSTALL NEW LEXGARD VIEW / COMMUNICATION WINDOW AS INDICATED HEREIN.

LEGAL VISITATION ROOM (1 TOTAL):

(OQUIRRH: 1)

ALL WORK REQUIRED TO REMOVE EXISTING BARS AND INSTALL NEW LEXGARD VIEW /
COMMUNICATION / TRANSACTION WINDOW AS INDICATED HEREIN.
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ABBREVIATIONS SYMBOLS GENERAL NOTES: ARCHITECTAJC PROJECT # 0568
AB | ANCHOR BOLTS EA | EACH MAINT | MAINTENANCE SECT | SECTION @) | THE GENERAL CONTRACTOR SHALL HEREAFTER BE REFERRED TO I5 | THE GENERAL CONTRACTOR SHALL PROVIDE AND INSTALL FIRE
ABBREV | ABBREVIATION (S) ELEC | ELECTRICAL MATL | MATERIAL SHT | SHEET AS '"GENERAL CONTRACTOR' OR 'GC". THE OUNER MAY EXTINGUISHERS., GOVERNING CODES AND THE FIRE MARSHALL . .
APPR | APPROVED ELEV or EL | ELEVATION MAX | MAXIMUM 5IM | SIMILAR HEREAFTER BE REFERRED TO AS "OUNER! HAVING JURISDICTION SHALL DICTATE SIZE, TYPE, QUANTITY AND ajc architects
AcOUs | AcousTIcAL ELEV | ELEVATOR MB | MACHINE BOLT SIMUL | SIMULATED L ANGLE 4) DIAMETER or ROUND & AND LOCATIONS OF BOTH TEMPORARY AND PERMANENT FIRE
AC | ASPHALT CONCRETE EQ | EquAL MECH | MECHANICAL SPECS | SPECIFICATIONS 02 PLEASE NOTE: EXTINGUISHERS.
AC | AR CONDITIONING EQUIP | EQUIPMENT MET | METAL 55 | STAINLESS STEEL THE GENERAL CONTRACTOR 15 RESPONSIBLE FOR ALL WORK
AD | ACCESS DOOR EXIST | EXISTING MEZZ | MEZZANINE STA | STATION [ CHANNEL [ souase A REGARDLESS OF THE LOCATION OF THE INFORMATION IN THE & | MINIMUM FLAME SPREAD CLASSIFICATION OF INTERIOR FINISH SHALL 703 east 1700 south
AFF. | ABOVE FINISHED FLOOR EJ | EXPANSION JOINT MR | MANUFACTURER DOCUMENTS, THE GENERAL CONTRACTOR SHALL UTILIZE THE CONFORM TO THE BUILDING CODE AND LOCAL GOVERNING BUILDING salt lake city, utah 84105
AL : £l mec | MecELL ANEOUS CONSTRUCTION DRAWINGS AND WRITTEN SPECIFICATIONS FOR ALL CODES/ORDINANCES. '
ALUMINUM EXT | EXTERIOR c CELLANEO oo | s1anma UORK BOINT
EuC | ELEC WATER COOLER Mo | MASONRY OFENNG L DARD E a1 ORK FOINT OR REQUIRED INFORMATION TO PROVIDE COMPLETE CONSTRUCTION OF ph: 801.466.8818
MN | MINMUM STL | STEEL FLATE ELEV BENCH MARK A DELTA THIS PROJECT. ITEMS LISTED IN DRAUWINGS MAY NOT BE INCLUDED IN 2. THE GENERAL CONTRACTOR SHALL PROVIDE AND 16 SOLELY fx: 801.466.4411
BD | BOARD FF | FINISH FLOOR MULL | MULLION 5@ | SCUARE SPECIFICATIONS. ITEMS LISTED IN SPECIFICATIONS MAY NOT BE CESPONSIBLE AND LIABLE FoR PUBLIC AND EMPLOYEE cic@aicurehitects com
BLDG | BULDING e | FIRE HOSE CABINET STRUCT | STRUCTURAL @ # d INCLUDED IN DRAWNGS. PROTECTION AS NECESSARY AND AS REQUIRED BY THE CODES, J J :
BLK | BLOCK i FIESH B susP | SUSPENDED CENTER LINE NUMBER PENNY INCLUDING EXTERIOR AND INTERIOR PEDESTRIAN TRAFFIC
BM | BEAM (N) | NEW 5TM | SYMMETRICAL .3 UNLESS OTHERWISE INDICATED IN THE CONSTRUCTION DOCUMENTS AS BARRIERS. ALL WORK SHALL CONFORM TO THE ORDINANCES AND
BOB. | BOTTOM OF BEAM FLR | FLOOR NIC. | NOT IN CONTRACT BEING NOT IN CONTRACT (N.IC.) OR EXISTING, ALL ITEMS, MATERIALS REGULATIONS OF GOVERNMENTAL AGENCIES HAVING JURISDICTION
B80T | BOTTOM FO | FINISHED OPENING NO. | NUMBER 1| 1eeap DETAIL TAGS AND INSTALLATION OF SAME ARE PART OF THE CONTRACT AS AT THE PROJECT.
FOC | FACE OF CONCRETE NTS. | NOT TO SCALE DEFINED BY THE CONSTRUCTION DOCUMENTS, THE GC SHALL
= [ v e e | 1 pe o o 22 | s oo s smve eD o rces s
c/c | CENTER TO CENTER FOS | FACE OF STUD TDC | TRAFFIC DECK COVERING DETAIL NUMBER ASSEMBLIES REQUIRED FOR THE WORK DEPICTED OR SPECIFIED. f
cer | cERAMIC FOW | FACE OF WALL TeG | TONGUE ¢ GROOVE
cH | CEILING HEIGHT FDN | FOUNDATION OC | ONCENTER TEMP | TEMPERED DETAIL NUMBER DETAILED AREA 2.4 THE GENERAL CONTRACTOR SHALL FIELD VERFY ALL CONDITIONS 23 IT SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO
cem | cement FRP | FIBER REINFORCED PLASTIC OCC | OPERATOR CONTROL CENTER TEL | TELEPHONE DETAIL CUT LINE AND DIMENSIONS PRIOR TO BEGINNING ANY WORK AND SHALL BE LOCATE ALL EXISTING UTILITIES, WHETHER SHOWN HEREIN OR NOT,
LG CEILING FD FLOOR DRAN oD OUTSIDE DIAMETER THK THICK — RESPONSIBLE FOR ALL WORK AND MATERIALS INCLUDING THOSE AND TO PROTECT THEM FROM DAMAGE. THE GENERAL CONTRACTOR
cLos. | cLoset FS | FLOOR SINK OF | OvVERFLOW TOC. | TOP OF CONCRETE or CURB Al FURNISHED BY SUBCONTRACTORS. THE GC SHALL ACCEPT SHALL BEAR ALL EXPENSE OF REPAIR OR REPLACEMENT OF
cr | clesr FS | FULL SIZE OFF | OFFICE TOF. | TOP OF FOOTING o PREMISES AS FOUND. OUNER WILL MAINTAIN THE EXISTING CONDITION UTILITIES OR OTHER PROPERTY DAMAGED BT OPERATIONS N
i | CONCRETE MASONRY UNIT FSD | FULL SIZE DETAL OF| | OUNER FURNISH ITEM TOP. | TOP OF PARAPET \{ Y, OF THE SITE AND EXISTING STRUCTURES AT THE TIME OF BIDDING. CONNCTION WITH THE PROSECUTION OF THE WORK.
FT | EEET OFOl | OWNER FURNISHED 705 | TOP OF STEEL
< o CO;UMNSW N FH | FULL HEIGHT OUNER INSTALLED e | TreicAL PAGE UHERE FOUND — @5 | DISCREPANCIES BETWEEN PORTIONS OF THE CONTRACT DOCUMENTS 24 | APPROVED PLANS SHALL BE KEPT IN A PLAN BOX AND SHALL NOT
COMFO | COMPOSITIO ou | oPPOSITE HAND tow | Tor oF waLL BAGE WHERE FOUND ARE NOT INTENDED. THE GENERAL CONTRACTOR 15 TO CLARIFY BE USED BY WORKMEN. ALL CONSTRUCTION SETS SHALL REFLECT
CONN | CONNECTION cc | cENERAL contRACTOR OPN'G | OPENING DETAIL TAGS COMMENCING WORK. MAINTAIN, IN GOOD CONDITION, ONE COMPLETE SET OF PLANS WITH
CONT | CONTINUOUS o | cLass OPP | OPPOSITE UNO | UNLESS NOTED OTHERWISE ’ ALL REVISIONS, ADDENDA AND CHANGE ORDERS, ON THE PREMISES
CORR | CORRIDOR GALV or GV | GALVANIZED ec | PORTLAND CEMENT ver | veRTICAL 05 | DIMENSIONS TAKE PRECEDENCE OVER DRAWNGS: DO NOT SCALE f;;ét;ézf&gﬁggﬁf% TO BE KEPT UNDER THE CARE OF THE
CeK | COUNTERSINK &R | GRADE oL | elate WALL SECTION NUMBER DRAWINGS TO DETERMINE ANY LOCATIONS. THE ARCHITECT SHALL ’
BE NOTIFIED OF ANY DISCREPANCY PRIOR TO CONTINUING WITH
oeL | peELETE GYP BD | GYPSUM BOARD [ FLAS | PLASTER W | WDE WALL SECTION CUT LINE WORK. 25 | THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR AND
ot | oetalL GSD | GRANITE SCHOOL DISTRICT g yyp | PLYWOOD w | wH K\ SHALL REPLACE OR REMEDY ANY FAULTY, IMPROPER OR INFERIOR
DF | DOUGLAS FIR H | HiGH A We | WATER CLOSET Al I @1 | ALL PLAN DIMENSIONS ARE FROM GRIDLINE OR FACE OF $TUD OR MATERIALS OR WORKMANSHI® WHICH SHALL APPEAR WITHIN ONE (1
DF | DRINKING FOUNTAN PREP | PREPARATION o | woop AXxx FACE OF BLOCK UNLESS OTHERUISE INDICATED. SEE SECTION ON YEAR (OR A% OTHERWISE SPECIFIED) FOR A SPECIFIC COMPONENT
HDWD | HARDWOOD PROJ | PROJECTION W | WROUGHT IRON DIMENSIONING® THIS SHEET : AFTER THE DATE OF SUBSTANTIAL COMPLETION. EXCEPTION: THE
Daé gig?ﬁﬁ HORIZ | HORIZONTAL PT | PRESSURE TREATED WL | WATER LEVEL PAGE WHERE FOUND ' ROCFING SUBCONTRACTOR SHALL FURNISH AND MAINTAIN AN OWNER INFORMATION
HM | HOLLOW METAL PTDF | PRESSURE TREATED AGREEMENT CO-SIGNED BY THE GENERAL CONTRACTOR TO
DIM | DIMENSION HP | HIGH POINT DOUGL AS FIR uPCD | woRKING FONT 0B | THE COMRACTOR SHALL REFORT 1O THE ARCHTECT AL MAINTAIN THE ROOFING IN A WATERTIGHT CONDITION FOR A PERIOD State of Utah
i | reserocrie o LEreo N T S Carons STaRTnG i1eR e f Uta
ol B D | INSIDE DIAMETER ar | QUARRTTILE WALL SECTION TAG PLACE BEFORE THE WORK BEGINS. ALL CHANGES TO THE CONTRACT SUBSTANTIAL COMPLETION Department of Administrative Services
po | boor orENNG INSUL | INSULATION = | miser COST SHALL BE APPROVED THROUGH A CHANGE ORDER 26 ALL EXPOSED ELECTRICAL EQUIPMENT SHALL BE PAINTED TO Divisi FFacilit
or | Door INT | INTERIOR 2 or rap | RADILE MATCH ADJACENT SURFACES. 1vision ol raciities
OOF DRAN BUILDING SECTION NUMBER 23 | DETAILED DRAWINGS AND LARGER SCALE DRAWNGS TAKE Construction & Management
DS | DOUNSPOUT RD | ROOFD PRECEDENCE OVER SMALL SCALE DRAUWINGS. 271 | THE GENERAL CONTRACTOR 16 TO ASSURE THAT NO REBAR OR 4110 State Office Building
DUG | DRAUNG JAN | JANITOR REF | REFERENCE BUILDING SECTION CUT LINE REINFORCEMENT 18 PRESENT PRIOR TO CORE DRILLING OR PLACING D Salt Lake City, Utah 84114
;EE& EE%F%;EE K\ I 210 THE ARCHITECT WILL REVIEW SHOP DRAUINGS AND SAMPLES FOR goAus O??FAN” ciTﬂHENa JAEM chu COULD DISTURB THE STRUCTURAL Phone: (801) 538 - 3018
LAV | LAVATORY ‘ U CONFORMANCE WITH DESIGN CONCEPT OF THE PROJECT. THE LAB OR FOUNDATION WALLS. Fax: (801) 538 - 3267
ev | Lever REQD | REQUIRED ARCHITECT'S REVIEW OF A SEPARATE ITEM SHALL NOT INDICATE
16 | LIGHTNG RES | RESLIENT APPROVAL OF AN ASSEMBLY N UHICH THE ITEM FUNCTIONS, THE 28 | PROVIDE GALVANIC PROTECTION BETWEEN DISSIMILAR MATERIALS o
oot | Liea uRiauT R | ROOM PAGE WHERE FOUND ARCHITECT WILL NOT REVIEW SHOP DRAWNGS UNTIL THE GC HAS WHERE REQUIRED. Internet: http://www.dfcm.utah.gov
RO. ' ROUGH OFPENING REVIEWED AND STAMPED THE SHOP DRAUWING/SUBMITTAL. THE GC 15
REDUD  REDUOOD RESPONSIBLE FOR FIELD VERIFYING ALL DIMENSIONS SHOUN ON THE 29 | ALL PENETRATIONS THROUGH ANY SURFACE SHALL BE THOROUGHLY PROJECT DESCRIPTION
BUILDING SECTION TAG SHOP DRAUINGS. THE ARCHITECT'S REVIEW OF THE SHOP DRAWINGS SEALED WITH APPROPRIATE SEALANT MATERIAL.
SHALL NOT OVERRIDE THE CONDITIONS DESCRIBED IN THE
MATE RIALS LEGE ND (TYPICAL PLAN VI EWS) CONTRACT DOCUMENTS UNLESS SPECIFICALLY NOTED OTHERWISE BY 2l@ | FOR PLUMBING, FIRE SPRINKLER AND ELECTRICAL SYSTEMS, UTAH STATE
DRAWING NUMBER THE ARCHITECT PROVIDE APPROVED ASSEMBLIES WITH SELF CLOSING DEVICES FOR
DRAWING NAME ANY PENETRATIONS IN RATED CONSTRUCTION. PRlSON
2. FOR CONSTRUCTION DETAILS NOT SHOUN, USE THE MANUFACTURER'S
NEW CONSTRUCTION EXISTING CONDITIONS SHEETo N ACCORDANGE WITH THE PROJECT SPECIFIATIONS. B on b e e s AR CONTROL ROOM
DR AW|NG N AME Al SHEETS IN ACCORDANCE WITH THE PROJECT SPECIFICATIONS. DAMAGED BY DEMOLITION AND NEW CONSTRUCTION. REPAIRED
ALL NEW CONSTRUCTION 15 SHOUN HATCHED AS ILLUSTRATED BELOW ALL EXISTING CONSTRUCTION 19 SHOUN WITHOUT HATCH AS ILLUSTRATED BELOW SCALE: 1/4" = 1-0' 212 | FOR GRADING TRENCHING ETC. CONTACT THE ARCHITECT FOR FINISH AREAS TO MATCH EXISTING ADJACENT FINISHES. RE MODEL
ALL NEW CONSTRUCTION 19 FULLY NOTED AS SHOUN BELOU ALL EXISTING CONSTRUCTION 18 LABELED "EXISTING" BY KEYNOTE OR OTHERWISE - = LTINS BRI 10 T CoNTNUATION OF Lom. Saou B ANy 52 | GENERAL CONTRACTOR TO TERMINATE ABANDONED PLUMBING
ALL WORK 9 NEW UNLESS LABELED "EXISTING QELFETEN%%N;EgogEHT[ENCQOANEER AA;POQROXMTE ONLT AND ARE TO DRAUNG SCALE UNUSUAL CONDITIONS BECOME APPARENT DURING GRADING OR SUPPLY AND WASTE LINES BEHIND WALLS AND BELOW FLOORS. DRAPER. UTAH
FOUNDATION CONSTRUCTION. EXISTING ELEVATIONS AND LOCATIONS PATCH AND REPAIR ABANDONED FLOOR AND WALL PENETRATIONS - '
PAGE WHERE FOUND TO BE JOINED SHALL BE VERIFIED BY THE GENERAL CONTRACTOR FINISH AREAS TO MATCH EXISTING ADJACENT FINISHES.
BEFORE CONSTRUCTION.
DRAWING TITLE
5 Ll ALL WORK, MATERIALS AND METHODS SHALL BE IN CONFORMANCE
- WITH THE CODES, ORDINANCES AND REGULATIONS OF ALL
= EXISTING ELEVATION ey CLEvATION GOVERNMENTAL AGENCIES HAVING JURISDICTION AT THE PROJECT
METAL OR WOOD STUD FRAMED WALL. 5 METAL OR WOOD STUD FRAMED WALL. VIEW LOCATION, THE GENERAL CONTRACTOR MUST COMPLY WITH THE
o ACTUAL WIDTH OF WALL DIMENSIONED N o WDTH OF WALL DIMENSIONED TO FINISHED FACE. e CONTRACTOR REGISTRATION REQUIREMENTS OF ALL GOVERNING
o WIDTH OF WALL DIMENSIONED TO FACE OF STUD | o DOORS DIMENSIONED TO NOMINAL DOOR R L AUTHORITIES.
e DOORS DIMENSIONED TO NOMINAL DOOR { { SIZE EXCLUDING FRAME 4 I . id A b2
SIZE EXCLUDING FRAME 3-0"t o WINDOWS DIMENSIONED TO NOMINAL FRAME 41 M\ — 12 ALL PROJECT CONSTRUCTION SHALL CONFORM WITH ANSI A-I111-1398,
o WINDOWS DIMENSIONED TO NOMINAL FRAME ) ) SIZE Y Y AND THE AMERICANS WITH DISABILITIES ACT (ADA).
SIZE - NOT ROUGH OPENNG - - N e SHEET NAME:
N 13 THE GENERAL CONTRACTOR SHALL NOTIFY ALL APPLICABLE LOCAL
R R GOVERNING AUTHORITIES AND UTILITY COMPANIES PRIOR TO GENERAL NOTES,
/ o OO \ EXISTING
- 1.4 THE GENERAL CONTRACTOR SHALL MAINTAIN ALL REQUIRED EXITS 4 4
METAL OR WOOD STUD FRAMED WALL oy METAL OR WOOD $TUD ERAMED WALL o WALL TTPE DESIGNATION, o EoE e N Doms e e
W/ MASONRY OR STONE VENEER Eee——] W/ MASONRY OR STONE VENEER. AND ABBREVIATIONS
o WIDTH OF WALL DIMENSIONED FROM FACE OF | | o WIDTH OF WALL DIMENSIONED FROM FINISH FACE
STUD TO OVERALL NOMINAL WIDTH, TO OVERALL NOMINAL WIDTH. KEYNOTE.
o WIDTH OF WALL DIMENSIONED TO FACE OF 3-Q" o DOORS DIMENSIONED TO NOMINAL DOOR
STUD AT INTERIOR. ) ) SIZE EXCLUDING FRAME <s> WALL, FLOOR, BASE, CEILING FINISH KEYNOTE.
o DOORS DIMENSIONED TO NOMINAL DOOR o WINDOWS DIMENSIONED TO NOMINAL FRAME
SIZE EXCLUDING FRAME SIZE
S o WINDOWS DIMENSIONED TO NOMINAL FRAME z D EXISTING/DEMO KEYNOTE.
S SIZE - NOT ROUGH OPENING S
© o /® ®X () DOOR DESIGNATION. $EE DOOR SCHEDULE. REVISIONS
@ - EXISTING
R MASONRY WALL ® MASONRY WALL (TO REMAIN) MARK DATE DESCRIPTION
: it « WIDTH OF WALL DIMENSIONED TO NOMINAL 6lZE. — L. « WIDTH OF WALL DIMENSIONED TO NOMNAL SIZE. ® WNDOW DESIGNATION. SEE WNDOW SCHEDULE.
o DOORS DIMENSIONED TO NOMINAL DOOR o DOORS DIMENSIONED TO NOMINAL DOOR
{@ { SI7E EXCLUDING FRAME { { 5I7E EXCLUDING FRAME MISCELLANEOQUS KEYED NOTE SYMBOLS
3-0" e WINDOWS DIMENSIONED TO NOMINAL FRAME . -0 . o WINDOWS DIMENSIONED TO NOMINAL FRAME
) ) SIZE - NOT ROUGH OPENING SIZE
. . DELTA &YMBOL
$ N ROOM NAME / REVISION NUMBER ELEVATION DATUM
N\ O
X - m ><L< _ml
% L — © / \ | CONCRETE WALL (TO REMAN) K& ELEvlecc
. = o ACTUAL WIDTH OF WALL DIMENSIONED e o NOMINAL WIDTH OF WALL DIMENSIONED ISSUE DATA
‘ & o DOORS DIMENSIONED TO NOMINAL DOOR o DOORS DIMENSIONED TO NOMINAL DOOR >0%Oo<
C SIZE EXCLUDING FRAME { D { SIZE EXCLUDING FRAME ‘ INDICATES ITEM .
l 2-0 l » WINDOWS DIMENSIONED TO NOMINAL FRAME | 30 | « WINDOWS DIMENSIONED TO NOMINAL FRAME A OR FLOOR LEVEL ISSUE DATE: FEBRUARY 2006
SIZE - NOT ROUGH OPENING SIZE REVISION CLOUD BEING REFERENCED .
I ROOM NUMBER AROUND AREA OF ISSUE TYPE: CONDOC
AR MATERIALS LEGEND (TYPICAL SECTION VIEWS) ORAWN BY: OSW
NEW CONSTRUCTION DEMOLITION AT ROOM NAME TAG REVISION CLOUD DATUM TAG CHECKED BY: KRR
AT EXISTING EXISTING CONDITIONS oo CONTINUOUS M| crorieNamE:  osesaETon
METAL WOOD MEMBER LOOD MEMBER
NEW CONSTRUCTION SHOUN HATCHED W/ THICKER LINE ALL EXISTING COMPONENTS SHOWN THIN LINE SOLID, NO HATCH. DFCM PROJECT # 05032100
ALL EXISTING COMPONENTS SHOUN THIN LINE SOLID, NO HATCH. ALL COMPONENTS TO BE DEMOLISHED ARE SHOUN DASHED. THIN LINE COPYRIGHT: STATE OF UTAH
[=EEEEENE] '
ﬁ’;’ﬁéﬁﬁﬁ@ﬁ’;‘ﬁ% EARTH PLYWOOD WOOD BLOCKING
= By === TE=EIELE
N e 4 , SHEET NUMBER:
» » e a9, B :
® ® . ot CONCRETE BATT INSULATION : PLASTER OR STUCCO
@ A 2, o
S g: — — ‘
0" CONCRETE GYP BOARD RIGID INSULATION
l >0 l MASONRY UNIT




COMM.
ROOM

[Z

COMM.
ROOM

3\_@\\

-

COMM.
ROOM

COMM.
ROOM

VISITATION CONSTRUCT, FLOOR PLAN /™

3
KEYED NOTE LEGEND - DEMO PLAN:

*FOR SHEET AEIDI ONLY.

4
KEYED NOTE LEGEND - FLOOR PLAN:

*FOR SHEET AEIDI ONLY.

ARCHITECTAJC PROJECT # 0568

9
GENERAL NOTES AND LEGEND:

‘FOR SHEET AEIQI ONLY.

TYPICAL OF 53

VISITATION DEMO FLOOR PLAN &2
&/

SCALE: 1/4" = 1-0" TYPICAL OF 53

LEGAL
COMM.
ROOM

LEGAL
COMM.
ROOM

3\_@\\

L

LEGAL
COMM.
ROOM

-
=

CONTROL
ROOM

CORRIDOR

REMOVE EXISTING I GLAZING. SEE ELEV. FOR LOCATION. NEW 2* LEXGARD MPC 500 GLAZING. SEE ELEVATION INDICATED FOR ® SEE SHEET GIOo? FOR GENERAL NOTES.

EXISTNG T$. FRAME TO REMAIN - PROTECT. ’ . .
SR MODIFIED EXISTING T4, WINDOW MULLION - SEE DETAIL. ® SEE COVER SHEET FOR DRAWING INDEX. ajc architects
{@3> REMOVE EXISTING ORK.

NTROL PANELS TO BE REMOVED AND REINSTALLED IN NEW MILLUWORK FX(STING CTU WAL TO REFIAN. PROTECT o pon s e
04> CONTROL P O BE REMOVED AND R D ORK.

PROTECT DURNG AL PHASES OF CONSTRUCTION. FIELD VERIFY AL ROUGH VERIFY EXISTING DOOR SWING DOES NOT CONFLICT WITH MILLWORK LAYOUT. R G LOER B SRl e D L NTIoNS

OPENINGS. ANY ERRORS, INCONSISTENCIES OR OMISSIONS BEFORE BEGINNING 703 east 1700 south
STING STEEL BARS TO BE REMOVED REINSTALLED EXISTING CONTROL PANELS. FIELD VERIFY ALL ROUGH OPENINGS. IORK OEE CENERAL NOTES 2D SPECFICATIONS. sait 1ake Gy, uth 84105
EXISTING TRANSITION TRAT TO BE REMOVED. (©2) NEW P-LAM MILLUORK - SEE ELEVATION NDICATED. ® EXISTING FLOOR AND CEILING FINISHES TO REMAIN. REPAIR AND/OR PANT oh: 801.466.8818

NEW CREATIVE INDUSTRIES MODEL I6l6 TRANSACTION DRAWER OR EQUAL. USE ANT DAMAGE TO EXISTING SURFACES. fx: 801.466.4411
EXISTING DOOR CONTROLS TO BE REMOVED. EXISTING SLOT IN CONCRETE STEM WALL. FIELD VERIFY EXISTING LOCATION AND , X OUT.4200.
DIMENSIONS AGAINST CONFLICT WITH MILLWORK AND SLOT IN CONCRETE STEM ® GENERAL CONTRACTOR TO PROVIDE MILLWORK PHASING PLAN AS PART OF aic@ajcarchitects.com
EXISTING DOOR CONTROLS (ABANDONED) TO BE REMOVED. WALL. MILLWORK SHOP DRAWING SUBMITTAL.
EXISTING ANNUNCIATOR PANEL TO BE REMOVED AND REINSTALLED. NEW DOOR CONTROL PANEL. SEE ELEC. DRAWNGS. ®  THESE FACILITIES TO REMAN OPEN DURNG DEMOLITION AND NEW CONSTRUCTION, D
ALL ELECTRICAL/DATA SYSTEMS WORK AND MILLWORK REMOVAL AND
EXISTING SINK TO BE REMOVED. CAP ABANDONED PIPES ¢ DRAIN. NEW A-CORN LAV-TOILET COMBY. SEE SPEC. INSTALLATION TO BE COORDINATED SUCH THAT THE CONTROL ROOMS ARE FULLY
{I>  EXISTING BLOWER CONTROLS TO BE REMOVED AND RELOCATED. PROTECT NEW CALL BUTTON (TYP. OF 3) - SEE ELEC. DRAWINGS. OFERATIONAL DAILY BY THE END OF THE DAY SHIFT. (6:00 AT TO £:00 P11
DURING ALL PHASES OF DEMOLITION AND CONSTRUCTION.
EXISTING RELOCATED BLOWER CONTROLS. ® GC.TO COORDINATE ALL SYSTEM SHUT DOUNS WITH DOC. PERSONNEL.
{12 > EXISTING FIRE ALARM CONTROLS TO BE REMOVED AND REINSTALLED.
NEW INSULGARD NON-CONTACT VISITATION WINDOW UNIT OR EQUAL.
{13 > EXISTING PLASTIC LAMINATE COUNTERTOP AND ALL UNDER COUNTER MILLWORK
TO BE REMOVED. NEW INSULGARD SV TRANSACTION WINDOW UNIT OR EQUAL.
EXISTING ELECTRICAL PANELS (4) TO REMAIN. PROTECT DURING ALL PHASES NEW ON DEMAND WATER HEATER. GC. TO VERIFY CLEARANCES. () NEWWNDOW - SEE INTERIOR ELEVATIONS SHEET AE40
OF DEFIOLITION A1 CONSTRUCTION EINSTALLED EXISTING ANNUNCIATOR PANEL. PATCH AND REPAIR CEILING AS
R D EXISTING CIATOR PANEL. PATCH AND REPAIR CEILING
EXISTING MILLWORK TO REMAIN. PROTECT DURNG ALL PHASES OF DEMOLITION REQUIRED.
AND CONSTRUCTION,
EXISTING T. WINDOW FRAME TO BE REMOVED.
(11>  RELOCATE EXISTING COMMUNICATION WIRING TO COMMUNICATION ROOM.  SEE
ELECTRICAL DRAUNGS.
EXISTING TOILET TO BE REMOVED.
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NEW WIRING AND CONTROL PANELS.
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DEMOLITION NOTES

® LOCATIONS OF EXISTING ELECTRICAL EQUIPMENT, SWITCHES,

OUTLETS, BRANCH CIRCUIT WIRING, ETC.,, ARE BASED ON
EXISTING BUILDING ELECTRICAL DRAWINGS AND FIELD
OBSERVATION OF EXISTING SURFACE CONDITIONS. FIELD
VERIFY EXISTING LOCATIONS AND CIRCUITING AND
IMMEDIATELY NOTIFY THE ARCHITECT OF ANY
DISCREPANCIES WHICH MAY ADVERSELY AFFECT
COMPLETION OF THE WORK.

® DEMOLITION PLAN IS SHOUWN FOR CONTRACTORS
REFERENCE ONLY. FIELD VERIFY QUANTITIES AND
LOCATIONS OF ALL EXISTING MATERIAL AND EQUIPMENT TO
BE REMOVED. REMOVE ALL ABANDONED CONDUIT WIRING,
JUNCTION BOXES, OUTLETS, LIGHT FIXTURES, EQUIPMENT,
ETC. WHETHER SPECIFICALLY SHOUN OR NOT.

® CONTRACTOR MAY USE EXISTING BRANCH CIRCUIT WIRING
AND RACEWAYS WHERE CONVENIENT TO CONNECT TO NEW
ELECTRICAL DEVICES ONLY IF THE EXISTING WIRING AND
RACEWAYS ARE IN GOOD CONDITION AND MEET DIVISION
l6 SPECIFICATION REQUIREMENTS FOR NEW WIRING AND
RACEWAYS.

® WHERE REMOVAL OF EXISTING ELECTRICAL EQUIPMENT
INTERRUPTS EXISTING BRANCH CIRCUITS OR FEEDERS TO
EXISTING EQUIPMENT TO REMAIN, FURNISH AND INSTALL NEW
CONDUIT AND WIRING AS REQUIRED TO RECONNECT THE
EXISTING EQUIPMENT TO REMAN,

® ALL MATERIALS AND EQUIPMENT REMOVED SHALL REMAIN
THE PROPERTY OF THE OWNER AND SHALL BE TURNED
OVER TO THE OUNER FOR STORAGE OR BE DISPOSED OF
BY THE CONTRACTOR AS DIRECTED BY THE OUNER

® TAKE ALL PRECAUTIONS NECESSARY TO AvOID DAMAGE
TO THE EXISTING BUILDING. REPAIR ALL DAMAGE
INCURRED BY DEMOLITION AND NEW CONSTRUCTION TO
EXACTLY MATCH EXISTING SURFACES AND/OR CONDITIONS
WITHOUT ADDITIONAL COST TO THE OUNER. COORDINATE
REPAIRS WITH THE GENERAL CONTRACTOR.

N

UNITA BUILDING EQUIPMENT PLAN /A1
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GENERAL NOTES:

WHERE BRANCH CIRCUIT HOMERUNS INDICATE WIRE SIZES, THE BRANCH CIRCUIT
SHALL BE THAT SIZE WIRE THROUGHOUT, INCLUDING SWITCH LEGS, ETC.

® COORDINATE EXISTING CEILING, WALLS AND FLOOR REPAIRS WITH THE
GENERAL CONTRACTOR.

® LOCATIONS OF EXISTING ELECTRICAL EQUIPMENT, SWITCHES, OUTLETS, BRANCH
CIRCUIT WIRING, ETC., ARE BASED ON EXISTING BUILDING ELECTRICAL
DRAWINGS AND FIELD OBSERVATION OF EXISTING SURFACE CONDITIONS, FIELD
VERIFY EXISTING LOCATIONS AND CIRCUITING AND IMMEDIATELY NOTIFY THE
ARCHITECT OF ANY DISCREPANCIES WHICH MAY ADVERSELY AFFECT
COMPLETION OF THE WORK.

KEYED NOTE LEGEND:

(1) EXISTING OUTLET BOX FLUSH IN MASONRY. PROVIDE BOX EXTENSION AS
REQUIRED TO FLUSH OUTLET WITH NEW BACK SPLASH. PROVIDE NEW DUPLEX
RECEPTACLE AND COVERPLATE AT POWER OUTLETS. FIELD VERIFY QUANTITY
OF OUTLETS AND REQUIREMENTS.

PROVIDE 2-3/4" X 1-11/32" TWO PIECE SURFACE METAL RACEWAY (WIREMOLD
G300 OR EQUAL) UNDER COUNTER WITH OUTLETS AS INDICATED. CIRCUIT
OUTLETS TO SPARE IP-20A BREAKER IN ADJACENT PANEL THROUGH
TELE/POWER POLE.

PROVIDE TWO COMPARTMENT (I-1/2" X 2-3/4" EACH) STEEL TELE/POWER POLE
(WREMOLD 30TP-4 OR EQUAL) BETWEEN ACCESSIBLE SPACE ABOVE CONTROL
ROOM THROUGH COUNTER TO FLOOR UNDER COUNTER. PROVIDE ESCUTCHEON
ON CEILING AND RIGIDLY SUPPORT POLE AT BOTH ENDS. CENTER POLE AT
NEW WINDOW MULLION. COORDINATE LOCATION WITH OUNER'S REPRESENTATIVE.

PROVIDE BRANCH CIRCUIT TO NEW ELECTRIC TANKLESS WATER HEATER
INCLUDING DISCONNECT AT HEATER, BRANCH CIRCUIT WIRING WITH RACEWAY
AND BRANCH BREAKER IN ADJACENT PANEL. FIELD VERIFY AVAILABLE
SPACE IN AND PANEL TYPE OF ADJACENT PANEL. INSTALL BRANCH CIRCUIT
SURFACE MOUNTED TO ACCESSIBLE SPACE ABOVE CONTROL ROOM, FIELD
VERIFY ROUTING REQUIREMENTS. COORDINATE WATER HEATER LOAD, VOLTAGE
AND PHASE REQUIREMENTS WITH MECHANICAL CONTRACTOR.

PROVIDE NEW CONTROL INTERLOCK BETWEEN CONTROL ROOM AND DOOR
OPERATOR INCLUDING DOOR OPEN CONTROL RELAY, DOOR CLOSE CONTROL
RELAY, DOOR CLOSED CONTACT AND DOOR OPEN CONTACT. COORDINATE
REQUIREMENTS WITH EXISTING DOOR OPERATOR AND OUWNER'S
REPRESENTATIVE.

EXTEND RIGID GRC CONDUIT WITHOUT JUNCTION BOX OR CONDUIT BODIES
FROM OPERATOR TO MINIMUM +2'-@" AFF.

ROUTE CONDUIT SURFACE MOUNTED AT CEILING THROUGH MAIN CORRIDOR TO
CONTROL ROOM. EXTEND CONTROL WIRING TO NEW DOOR CONTROL PANEL IN
CONTROL ROOM THROUGH NEW TELE/POWER POLE, SEE DOOR CONTROL WIRING
DIAGRAM SHEET EP62I.

PROVIDE NEW DOOR CONTROL PANEL WITH DOOR OPEN-CLOSE SELECTOR
SWITCHES, OPEN (RED) PILOT AND CLOSED (GREEN) PILOT LIGHTS, SEE DOOR
CONTROL WIRING DIAGRAM AND DOOR CONTROL PANEL DETAIL SHEET EPel.
PROVIDE NEW ADDITIONAL CONTROL CIRCUIT FROM ADJACENT PANEL E'
SPARE IP-20A BRANCH BREAKER. FILED VERIFY REQUIREMENTS.

INSTALL RELOCATED MECHANICAL SYSTEM CONTROL PANEL AS DIRECTED BY
OWNER'S REPRESENTATIVE. PROVIDE I'"C INTO ACCESSIBLE SPACE ABOVE
CONTROL ROOM CEILING AND RECONNECT CONTROL WIRING. COORDINATE WITH
OUNER'S CONTROL SYSTEM CONTRACTOR AND OUNER'S REPRESENTATIVE.

PROVIDE NEW CALL PUSHBUTTON IN CAST ALUMINUM ENCLOSURE: SQUARE D
CLASS 900! TYPE KYIQ/KRIBHI3. EXTEND RIGID CONDUIT WITHOUT JUNCTION
BOXES OR CONDUIT BODIES TO ACCESSIBLE CEILING SPACE ABOVE CONTROL
ROOM. INTERLOCK PSUHBUTTON WITH NEW SIGNAL CHIME.

PROVIDE NEW SIGNAL CHIME AT CEILING OF CONTROL ROOM: EDWARDS TYPE
338-N5. PROVIDE NEW FLUSH OUTLET BOX AS REQUIRED TO INSTALL DEVICE.
COORDINATE LOCATION WITH OWNER'S REPRESENTATIVE. PROVIDE NEW
CONTROL CIRCUIT FROM ADJACENT PANEL INCLUDING NEW IP-20A BRANCH
BREAKER.

RELOCATE FIRE ALARM CONTROL PANEL - SIMPLEX GRINNELL TYPE 4002
ADDRESSABLE PANEL. PROVIDE NEW EQUIPMENT ENCLOSURE AND EXTEND
NEW CONDUITS TO GUTTER ABOVE CONTROL ROOM. RELOCATE PANEL
EQUIPMENT, INITIATING DEVICE CIRCUIT(S), SIGNALING LINE CIRCUIT(S),
NOTIFICATION APPLIANCE CIRCUIT(S) AND EQUIPMENT SHUTDOUN INTERLOCKS
TO NEW PANEL ENCLOSURE. COORDINATE REQUIREMENTS WITH EXISTING
CONDITIONS AND OUNER'S REPRESENTATIVE.

INTERCEPT EXISTING INITIATING DEVICE CIRCUIT(S), SIGNALING LINE CIRCUIT(S),
NOTIFICATION APPLIANCE CIRCUIT(S) AND EQUIPMENT SHUTDOUN INTERLOCKS.
PROVIDE GUTTER IN ACCESSIBLE SPACE ABOVE CONTROL ROOM CEILING,
EXTEND LOOPS TO NEW CONTROL PANEL LOCATION. (REFERENCE
INFORMATION: SEVEN (1) EXISTING %4"C FROM ABOVE CEILING TO EXISTING
CONTROL PANEL. EXISTING FIRE ALARM SYSTEM HAS BEEN CONVERTED FROM
WIRED ZONED SYSTEM TO ADDRESSABLE SYSTEM. FIVE (5) INITIATING DEVICE
CIRCUIT ZONES COMBINED AT PANEL TO FORM ONE (|) ADDRESSABLE LOOP
WITH SIGNALING LINE CIRCUIT FOR DENTAL OFFICES.)

PROVIDE NEW ANNUNCIATOR IN FACE OF DOOR CONTROL PANEL (APPROX
4-172" X |I-13/le"), SEE DOOR CONTROL PANEL DETAIL SHEET EP&62I: SIMPLEX
TYPE 4603-190. COORDINATE ANNUNCIATOR REQUIREMENTS WITH SIMPLEX
REPRESENTATIVE. PROVIDE NEW CONTROL CABLE BETWEEN RELOCATED FIRE
ALARM CONTROL PANEL AND ANNUNICIATOR.

EXISTING TELEPHONE/DATA ENCLOSURE TO REMAIN AS PULLBOX. PROVIDE
NEW COVERPLATE FOR ENCLOSURE (COORDINATE LOCATION IN MILLWORK WITH
GENERAL CONTRACTOR AS REQUIRED TO ALLOW ACCESS THROUGH CABINET).
PROVIDE 2-3/4" X I-1/32" TWO PIECE SURFACE METAL RACEWAY (WIREMOLD
G300 OR EQUAL) FROM ENCLOSURE TO TELE/POWER POLE. NEW CABLES BY
OUNER, COORDINATE RACEWAY REQUIREMENTS WITH OWNER'S
REPRESENTATIVE.

PROVIDE 2"C FROM COMMUNICATIONS CLOSET TO TELE/POWER POLE THROUGH
ACCESSIBLE SPACE ABOVE CONTROL ROOM.

REMOVE/RELOCATE EXISTING FIRE ALARM CONTROL PANEL, SEE CONTROL
ROOM EQUIPMENT PLAN THIS SHEET.

REMOVE ABANDONED DOOR CONTROL PANEL COMPLETE.

REMOVE EXISTING DOOR CONTROL PANEL. RETAIN EXISTING DOOR CONTROL
CONNECTIONS FOR NEW DOOR CONTROL PANEL. FIELD VERIFY EXISTING
CONTROL WIRING PRIOR TO BEGINNING WORK AND COORDINATE WITH NEW
CONTROL PANEL REQUIREMENTS. DOOR CONTROLS SHALL REMAIN IN
OPERATION AT ALL TIMES (CONTROLS MAY BE OUT OF OPERATION DURING
DAY SHIFT BUT SHALL BE RETURNED TO WORKING ORDER BEFORE END OF
THAT SHIFT, COORDINATE WITH OWNER'S REPRESENTATIVE).

REMOVE EXISTING TELEPHONE/DATA CROSS-CONNECTS AND TERMINATIONS.
LEAVE ONE (1) ENCLOSURE AS PULLBOX. COORDINATE ACCESS THROUGH NEW
CABINET WITH GENERAL CONTRACTOR.

RELOCATE EXISTING MECHANICAL SYSTEM CONTROL PANEL.
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GENERAL NOTES:

WHERE BRANCH CIRCUIT HOMERUNS INDICATE WIRE SIZES, THE BRANCH CIRCUIT
SHALL BE THAT SIZE WIRE THROUGHOUT, INCLUDING SWITCH LEGS, ETC.

® COORDINATE EXISTING CEILING, WALLS AND FLOOR REPAIRS WITH THE
GENERAL CONTRACTOR.

DEMOLITION

® LOCATIONS OF EXISTING ELECTRICAL EQUIPMENT, SWITCHES, OUTLETS, BRANCH
CIRCUIT WIRING, ETC., ARE BASED ON EXISTING BUILDING ELECTRICAL
DRAWINGS AND FIELD OBSERVATION OF EXISTING SURFACE CONDITIONS, FIELD
VERIFY EXISTING LOCATIONS AND CIRCUITING AND IMMEDIATELY NOTIFY THE
ARCHITECT OF ANY DISCREPANCIES WHICH MAY ADVERSELY AFFECT
COMPLETION OF THE WORK.

® DEMOLITION PLAN IS SHOUWN FOR CONTRACTORS REFERENCE ONLY. FIELD
VERIFY QUANTITIES AND LOCATIONS OF ALL EXISTING MATERIAL AND
EQUIPMENT TO BE REMOVED. REMOVE ALL ABANDONED CONDUIT WIRING,
JUNCTION BOXES, OUTLETS, LIGHT FIXTURES, EQUIPMENT, ETC. WHETHER
SPECIFICALLY SHOUN OR NOT.

® CONTRACTOR MAY USE EXISTING BRANCH CIRCUIT WIRING AND RACEWAYS
WHERE CONVENIENT TO CONNECT TO NEW ELECTRICAL DEVICES ONLY IF THE
EXISTING WIRING AND RACEWAYS ARE IN GOOD CONDITION AND MEET DIVISION
le SPECIFICATION REQUIREMENTS FOR NEW WIRING AND RACEWAYS,

® WHERE REMOVAL OF EXISTING ELECTRICAL EQUIPMENT INTERRUPTS EXISTING
BRANCH CIRCUITS OR FEEDERS TO EXISTING EQUIPMENT TO REMAIN, FURNISH
AND INSTALL NEW CONDUIT AND WIRING AS REQUIRED TO RECONNECT THE
EXISTING EQUIPMENT TO REMAIN,

® ALL MATERIALS AND EQUIPMENT REMOVED SHALL REMAIN THE PROPERTY OF
THE OWNER AND SHALL BE TURNED OVER TO THE OUNER FOR STORAGE OR BE
DISPOSED OF BY THE CONTRACTOR AS DIRECTED BY THE OUWNER.

® TAKE ALL PRECAUTIONS NECESSARY TO AVOID DAMAGE TO THE EXISTING
BUILDING. REPAIR ALL DAMAGE INCURRED BY DEMOLITION AND NEW
CONSTRUCTION TO EXACTLY MATCH EXISTING SURFACES AND/OR CONDITIONS
WITHOUT ADDITIONAL COST TO THE OUNER. COORDINATE REPAIRS WITH THE
GENERAL CONTRACTOR.

KEYED NOTE LEGEND:
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(1) CONTROL PANELS, EQUIPMENT, CONNECTIONS, ANNUNCIATORS, SWITCHES, ETC.
SHOUN ARE FOR REFERENCE. RELOCATE ALL EXISTING EQUIPMENT INCLUDING
ALL CONTROL PANELS, EQUIPMENT, CONNECTIONS, ANNUNCIATORS, SWITCHES,
ETC. WHETHER SHOWN OR NOT. NEW CABINET SHALL BE MODULAR TO ALLOW
INSTALLATION OF INDIVIDUAL SECTIONS AS NECESSARY TO MINIMIZE CONTROL
ROOM DISRUPTIONS. GATE CONTROLS SHALL REMAIN IN OPERATION AT ALL
TIMES (CONTROLS MAY BE OUT OF OPERATION DURING DAY SHIFT BUT SHALL
BE RETURNED TO WORKING ORDER BEFORE END OF THAT SHIFT, COORDINATE
WITH FACILITY PERSONNEL). FIELD VERIFY EXISTING CONDITIONS PRIOR TO
BEGINNING WORK.

RELOCATE EXISTING CONTROL PANEL(S) FROM EXISTING CABINET TO NEW
CABINET. COORDINATE REQUIRED OPENINGS AND CONSTRUCTION OF NEW
MILLWORK WITH GENERAL CONTRACTOR AS NECESSARY TO ACCOMMODATE
EXISTING CONTROL PANELS. EXISTING GATE CONTROL PANELS ARE
CONNECTED BY FOUR (4) CORD AND PLUG CONNECTORS PER PANEL.
EXISTING ANNUNCIATORS, SWITCHES, MONITORS, OUTLETS ARE HARDWIRED WITH
FLEXIBLE METAL CONDUIT RACEWAYS. DISCONNECT AND RECONNECT
EQUIPMENT AS REQUIRED.

RELOCATE FIRE ALARM ANNUNCIATOR FROM EXISTING CABINET TO CABINET.
COORDINATE REQUIRED OPENINGS AND CONSTRUCTION OF NEW MILLWORK WITH
GENERAL CONTRACTOR AS NECESSARY TO ACCOMMODATE EXISTING
ANNUNCIATOR EXISTING ANNUNCIATOR HARDWIRED WITH FLEXIBLE METAL
CONDUIT RACEWAYS. DISCONNECT AND RECONNECT EQUIPMENT AS REQUIRED.

RELOCATE EVAPORATIVE COOLER CONTROL SWITCHES FROM EXISTING
CABINET TO CABINET. COORDINATE REQUIRED OPENINGS AND CONSTRUCTION
OF NEW MILLWORK WITH GENERAL CONTRACTOR AS NECESSARY TO
ACCOMMODATE EXISTING SWITCHES. EXISTING SWITCHES HARDWIRED WITH
FLEXIBLE METAL CONDUIT RACEWAYS. DISCONNECT AND RECONNECT
EQUIPMENT AS REQUIRED.

PROVIDE NEW OUTLETS IN TOE-KICK OF CABINET. CONNECT OUTLETS TO
EXISTING POWER CIRCUIT. COORDINATE REQUIREMENTS OF NEW MILLWORK WITH
GENERAL CONTRACTOR AS NECESSARY TO ACCOMMODATE OUTLETS. FIELD
VERIFY CIRCUIT AND RACEWAY REQUIREMENTS.

(&) EXISTING POWER, DATA AND CONTROL CONDUITS STUB INTO EXISTING CABINET
FROM BELOW. COORDINATE REQUIRED OPENINGS AND CONSTRUCTION OF NEW
MILLWORK WITH GENERAL CONTRACTOR AS NECESSARY TO ACCOMMODATE
EXISTING RACEWAYS. FIELD VERIFY EXISTING RACEWAY LOCATIONS.

EXISTING HARD PIPED JUNCTION BOX TO REMAIN, MOUNTED TO SIDE OF
EXISTING CABINET. COORDINATE CONSTRUCTION OF NEW MILLWORK WITH
GENERAL CONTRACTOR AS NECESSARY TO ACCOMMODATE REMOUNT JUNCTION
IN NEW CABINET. FIELD VERIFY REQUIREMENTS.

NEW CABINET TO BE MODULAR, COORDINATE REQUIRED OPENINGS AND
CONSTRUCTION OF NEW MILLWORK WITH GENERAL CONTRACTOR A% NECESSARY
TO ACCOMMODATE EXISTING RACEWAYS AND CABLES. INCLUDE COST TO
DISCONNECT EACH CONTROL PANEL, ANNUNCIATOR AND EQUIPMENT INCLUDING
8IX (6) HARDWIRED FLEXIBLE METAL CONDUIT CONNECTIONS PER SECTION A
MINIMUM OF THREE (3) TIMES (ONCE FOR THREE (3) SECTIONS OF CABINET).
FIELD VERIFY REQUIREMENTS,

REMOVE EXISTING DIMMING PANEL COMPLETE AND CONTROLS. FIELD VERIFY
EXISTING CONTROL WIRING PRIOR TO BEGINNING WORK AND COORDINATE WITH
REQUIREMENTS WITH FACILITY PERSONNEL.
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CONTROL NOTES:

2

DOOR CONTROL EQUIPMENT:

. USE MINIMUM *4 STRANDED WIRE FOR ALL CONTROL cel
CONDUCTORS. LABEL WIRE ACCORDING TO NUMBER ON
CONTROL DIAGRAM. SEE SPECIFICATION SECTION (6195,

2. REFER TO ELECTRICAL PLANS FOR NEW DOOR CONTROL

WIRE SIZES.

sl

3. PROVIDE SELF-ADHESIVE LABELS TO IDENTIFY ALL
CONTROL DEVICES ACCORDING TO WIRING DIAGRAM,

4. PROVIDE DEVICES AS SPECIFIED OR EQUAL OF 992
ACCEPTABLE MANUFACTURERS LISTED IN SPECIFICATION
SECTION le420.

5. DOOR CONTROL DESIGN PROVIDED |$ PRELIMINARY FOR
CONTRACTOR'S REFERENCE. FIELD VERIFY EXISTING Rl
DOOR CONTROL PANEL WIRING AND DOOR CONNECTIONS. R2
CONTRACTOR SHALL PROVIDE FINAL CONTROL WIRING R3
DESIGN, COORDINATE WITH EXISTING CONDITIONS,

ENGINEER AND OUNER'S REPRESENTATIVE. PROVIDE R4
CONTROL WIRING DIAGRAM FOR REVIEW AND APPROVAL. R5
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DOORS 17-19 P2
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CONTROL CIRCUIT BREAKER, 120 VOLT, 5 AMP THERMAL MAGNETIC TRIP, RAIL
MOUNTED: SQUARE D CLASS 9080, TYPE GCBS®. INSTALL IN CABINET AND
CLEARLY LABEL DOOR(S) CONTROLLED BY CIRCUIT. (TYPICAL OF TUWENTY
(20), SEE DESIGN ASSUMPTIONS. COORDINATE SIZE WITH EQUIPMENT SERVED.).

SELECTOR SWITCH, 3 POSITION, MAINTAINED CONTACT (SPRING RETURN FROM
RIGHT TO CENTER), KEY OPERATED (KEY WITHDRAWAL IN LEFT POSITION
ONLY), 2 N@. ¢ 2 NC. CONTACTS: SQUARE D CLASS 902, TYPE
K&13KH2-code4. INSTALL IN COVER OF CABINET.

SELECTOR SWITCH, 3 POSITION, MONETARY CONTACT (SPRING RETURN BOTH
SIDES TO CENTER), 2 N@. ¢ 2 NC. CONTACTS: SQUARE D CLASS 902!, TYPE
KS53BH2. INSTALL IN COVER OF CABINET. (TYPICAL OF NINETEEN ([9), SEE
PANEL DETAIL).

RELAY, MECHANICALLY HELD, 20 VOLT COILS, &8 NO. CONTACTS: SQUARE D
CLASS 850, TYPE XO20XL-v22. INSTALL IN CABINET. (COORDINATE
CONTACTS REQUIRED WITH EXISTING CONDITIONS, SEE DESIGN ASSUMPTIONS).

RELAY, ELECTRICALLY HELD, 120 VOLT COIL, 2 NO. CONTACTS: SQUARE D
CLASS 850, TYPE XOR00-v22. INSTALL IN CABINET. (COORDINATE
CONTACTS REQUIRED WITH EXISTING CONDITIONS, SEE DESIGN ASSUMPTIONS).

RELAY, ELECTRICALLY HELD, 120 VOLT COIL, 2 NO. CONTACTS: SQUARE D
CLASS 850, TYPE X020-v22. INSTALL IN DOOR OPERATOR CONTROL PANEL.
FIELD VERIFY INSTALLATION REQUIREMENTS, (TYPICAL OF FOUR(4))

PILOT LIGHT, 20 VOLT TRANSFORMER (COORDINATE VOLTAGE WITH EXISTING
CONDITIONS), REMOTE TEST, RED LENS CAP COLOR: SQUARE D CLASS 922,
TYPE JTRXR29. INSTALL IN COVER OF CABINET. (TYPICAL OF NINETEEN (19),
SEE PANEL DETAIL)

PILOT LIGHT, 20 VOLT TRANSFORMER (COORDINATE VOLTAGE WITH EXISTING
CONDITIONS), REMOTE TEST, GREEN LENS CAP COLOR: SQUARE D CLASS 920,
TYPE JTRXG29. INSTALL IN COVER OF CABINET. (TYPICAL OF NINETEEN (19),

1 4 DOORS 1-8 POWER
to— 9 OFF (UNLATCH) SEE PANEL DETAIL).
UNLATCH
! O@C DOORS 9-16 POWER DOOR CONTROL CABINET: PROVIDE CABINET WITH HINGED FRONT METAL
OFF (UNLATCH) COVER, FLUSH LATCHES AND EQUIPMENT MOUNTING SPACE. SEE DOOR
UNLATCH DOORS 17-19 CONTROL PANEL DETAIL AND ARCHITECTURAL DRAWINGS FOR CABINET
POWER OFF REQUIREMENTS,
UNCATCH (UNLATCH)
5 o o) DOOR 1-12 PILOT TERMINAL BLOCKS: 602 VOLT, FOR %2-*8 CONDUCTORS, PROVIDE WITH
PB| HGHT TEST MOUNTING RAIL, END BARRIERS, ETC, AS REQUIRED: SQUARE D CLASS 9082,
D00R 1519 PLOT TYPE GR6 OR EQUAL. INSTALL IN CABINET AS REQUIRED FOR TERMINATION
'@ 5 AP LIGHT TEST OF ALL CONDUCTORS TO OUTSIDE OF CABINET.
10 EXISTING CONTROL v
CIRCUIT (FELD VERTFY
I I CBI r—&——— """ - B
Rl- BN NeuaL Ly i-] " |
5TOP 120 VAC ™\ WH 50 OHM !
CLOSF ?F’EN | 225 WATT |
18 jf 12 12 DOOR CLOSE P ° i |
—O—x | ——0 O ~ IO VAC ‘<<BN |
\ \ \ \
18 L 13 13 DOOR OPEN [ Ly =3 |
52 EXISTING INDICATOR - 1o VACT T ‘<<BL |
| |
%o CIRCUIT (FIELD VERIFY) 14,—— = DoyeRT10 ~ 4[¢//JW6 - S S N BN ‘
—O{ O - S !
i INDICATORS }\\OR OPEN| | Ct L €2 | CLOSE i
| LIMIT! 1 7 '@ 1 2 ) ! LIMIT |
| sW. Sline. INT_ vo NE[__ “Noj SuL &2 |
17 15 15 OPEN OR UNLOCKED Ly J1-5 kD RDY YLy BN |
2 % ~ NDICATOR [ NN |
| |
P | |
| |
7YY 8 6 oo cosn | Ly ATH DOOR N LOCKED |
19 - A [ N CONDITION (TYPICAL) |
52 g . N DOOR *
EXISTING DOOR CONNECTION
WIRING (TYPICAL)
DOOR CONTROL
TYPICAL
(REPEATS FOR
DOORS 248)
5 AM
- v
Q-I waswc(cowm |
cBl CIRCUIT (FIELD VERIFY) :
R2-| BN neurRaL Ly ” |
sTOP 120 VAC NN 50 OHM !
CLOSF ?PEN | 225 WATT |
98 i 92 92 DOOR CLOSE -4 © WH |
—O—ke | 0O O -T2 VAC ‘<<BN |
\ \ \ \
98 1L 93 93 DOOR OPEN Ly i=3 !
852 EXISTNG INDICATOR - 120 VACT ‘<<BL |
| |
CIRCUIT (FIELD VERIFY) 94 ®  poWER TO D IR L B L N |
~ ~ INDICATORS ~ NN OR \ ! Ct C2 | !
R4-9 - OFEN | N icLosE |
\ LIMITI '@ 12 o1 LIMIT
| sl Sline. NG _ No NE_ _ “Noj S 62 |
97 95 95 OPEN OR UNLOCKED __ lrJi-5 "0 O BN |
% O INDICATOR NN |
| |
P | }
97 96 96 LOCKED CLOSED Ly Ji-2 |
% O INDICATOR NN |
L N
F2 q DOCR %
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NEW FIELD WIRING,
SEE SHEET EP101

DOOR CONTROL WIRING DIAGRAM /A

SCALE: SCHEMATIC EP601
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GENERAL NOTES:

LOCATIONS OF EXISTING ELECTRICAL EQUIPMENT, SWITCHES, OUTLETS, BRANCH
CIRCUIT WIRING, ETC., ARE BASED ON LIMITED EXISTING BUILDING ELECTRICAL
DRAWINGS AND FIELD OBSERVATION OF EXISTING SURFACE CONDITIONS, FIELD
VERIFY EXISTING LOCATIONS AND CIRCUITING AND IMMEDIATELY NOTIFY THE
ARCHITECT OF ANY DISCREPANCIES WHICH MAY ADVERSELY AFFECT
COMPLETION OF THE WORK.

ajc architects

703 east 1700 south

salt lake city, utah 84105
ph: 801.466.8818

fx: 801.466.4411
qjc@aqijcarchitects.com

® DOOR CONTROL DESIGN AND PANEL LAYOUT PROVIDED ARE PRELIMINARY
FOR CONTRACTOR'S REFERENCE. FIELD VERFY EXISTING DOOR CONTROL
PANEL WIRING AND DOOR CONNECTIONS. CONTRACTOR SHALL PROVIDE FINAL
CONTROL WIRING DESIGN AND PANEL LAYOUT, COORDINATE WITH EXISTING
CONDITIONS, GENERAL CONTRACTOR, ENGINEER AND OUNER'S
REPRESENTATIVES. PROVIDE CONTROL WIRING DIAGRAM AND COMPLETE
PANEL LAYOUT INCLUDING CONSTRUCTION DETAILS FOR REVIEW AND
APPROVAL. D

® WIRING IN CONTROL PANEL SHALL BE GROUPED AND BUNDLED TOGETHER AND
ROUTED SUCH THAT ALL DEVICES AND TERMINALS ARE ACCESSIBLE.
CONDUCTORS AND CABLES SHALL HAVE SUFFICIENT LENGTH SUCH THAT THE
CONTROL PANEL COVER OPENS FREELY AND COMPLETELY. OPENING OF
CONTROL PANEL COVER SHALL NOT REQUIRE CONDUCTORS OR CABLES TO BE
DISCONNECTED.

® EXISTING DOOR CONTROL PANEL SHALL BE REMOVED. RETAIN EXISTING
DOOR CONTROL CONNECTIONS FOR NEW DOOR CONTROL PANEL. FIELD
VERIFY EXISTING CONTROL WIRING PRIOR TO BEGINNING WORK AND
COORDINATE WITH NEW CONTROL PANEL REQUIREMENTS, DOOR CONTROLS
SHALL REMAIN IN OPERATION AT ALL TIMES (CONTROLS MAY BE OUT OF
OPERATION DURING DAY SHIFT BUT SHALL BE RETURNED TO WORKING ORDER
BEFORE END OF THAT SHIFT, COORDINATE WITH OWNER'S REPRESENTATIVE.
CONTRACTOR SHALL WORK IN PHASES AS NECESSARY TO ACCOMMODATE
OPERATIONAL REQUIREMENTS).

ELECTRICAL

Thomas and Kolkman Engineering

64 West 1700 South

Salt Lake City, Utah 84115

PH#: (801) 484-8161 FAX: (801) 484-3538

® PROVIDE SAMPLE OF ONE DOOR STATION ASSEMBLED WITH SELECTOR SWITCH
(552), PILOT LIGHTS (P14P2), PAINT WITH GRAPHICS AND FLUSH LATCH FOR
OUNER'S REVIEW AND APPROVAL PRIOR TO BEGINNING WORK.

OWNER INFORMATION

State of Utah

Department of Administrative Services

Division of Facilities

Construction & Management
C 4110 State Office Building

D Salt Lake City, Utah 84114
Phone: (801) 538 - 3018
Fax: (801) 538 - 3267

Internet: http:// www.dfcm.utah.gov

PROJECT DESCRIPTION

UTAH STATE
PRISON
CONTROL ROOM
REMODEL

KEYED NOTE LEGEND:

Fem——_—_———————— l Femm——_————————— |
1 1 1 1
1 1 1 1
1 1 1 1
. D | | a» .
1 1 1 1
1 1 1 1
4 N £ - - - Y4 AW 4 - - 3\
Y/ N\ N V/ N\ V/ N\ Y/ N\ Y/ N\ Y/ N\ Y/ N\ Y/ N\ Y/ \
- s s s s s
)|$ ) )3 ) 5 ( | | 5|
~ ® = oL =/ = o = = o = = g = = 5. =
CLOSE p OPEN CLOSE p OPEN CLOSE p OPEN CLOSE p OPEN CLOSE p  OPEN
Z I WEST DENTAL
[N} o0 SALLY SALLY
— PORT PORT
o u_ ® CORRIDOR SECTION D SECTION E LIBRARY CORRIDOR
> — \Q 77N\ 77N\ AN\ AN\ N\ AN\ N\ N\ A\ 7\
; <t )3 ) ) 3 ) 1 3 l 3 | S
D) D) X o = X 7 X o = " § = =" ¢ =
CLOSE p OPEN CLOSE p OPEN CLOSE p OPEN CLOSE p OPEN CLOSE p OPEN
W (L WEST
< O — SALLY DENTAL
— PORT SALLY
[ RECREATION SECTION € SECTION F RECEIVING PORT
<[— —1 2\ N ~\ . A A R /A
s s s s
( ) ) { I 7 I ( ) 7 ( I ( | 7 ( I ( | 7 ( I
N\t % \ A1 N ¢ N~ 0 N~ 0. =
-~ 1l CLOSE EN CLOSE p OPEN CLOSE p OPEN CLOSE p OPEN CLOSE p  OPEN
Z Z
WEST
Z SALLY
< W PORT DENTAL
Q—) INSIDE | SECTION B SECTION G | BooTH ) | ETrance
_ ) _ _ _ _
Y, N\ N\ y Y/ N\ Y/, \N V/ N V/ N\
> % I'Jrg;ITr N N\ N [ NS
CLOSE EN CLOSE p OPEN CLOSE p OPEN
WEST PANEL
SALLY LOCKOUT
PORT DENTAL
| outsioe N OFF | secTion H OUTSIDE
v, B, S \
OI
3 3" ¢ DOOR CONTROL PANEL DETAIL 73
F— 3 1
| SCALE: 1"= 3"  \[EP601
scale = 1"=3" ' u

(1) EXISTING RECESSED OUTLET BOX WITH DOOR CONTROL CONNECTIONS. FIELD
VERIFY LOCATIONS AND ADJACENT CONTROL PANEL LOCATION AND
DIMENSIONS AS REQUIRED.

DRAPER, UTAH

PROVIDE TERMINAL STRIP(S) IN CONTROL PANEL. TERMINATE EXISTING AND
NEW CONTROL CONNECTIONS ON TERMINAL STRIP(S),

INSTALL RELAYS IN CONTROL PANEL WITH REQUIRED CLEARANCES AND
ACCESS.

INSTALL CONTROL CIRCUIT BREAKERS IN EASILY ACCESSIBLE LOCATION AT
FRONT OF CONTROL PANEL. LABEL BREAKER WITH DOOR CONTROLLED.
PROVIDE MOUNTING BRACKET TO SQUARE BREAKERS TO FRONT ACCESS.

SHEET NAME:

B | UINTA GATE CONTROL
PANEL DETAIL
WIRING DIAGRAM

INSTALL NEW FIRE ALARM ANNUNCIATOR IN FRONT COVER OFF CONTROL PANEL.

(&) CONTROL PANEL ENCLOSURE SHALL BE METAL ON ALL SIDES WITH ACCESS
OPENINGS FOR EXISTING DOOR CONNECTIONS. CONTROL PANEL SHOUN
FOLLOWING CONTOURS OF COUNTER SUPPORTS BELOW TOP OF COUNTER.

HINGED FRONT METAL COVER WITH HAND OPERATED FLUSH LATCHES /
HANDLES. PAINT COVER AND PROVIDE LETTERING LABELING DEVICES. SEE
ARCHITECTURAL PLANS FOR PAINTING AND LETTERING REQUIREMENTS.
COORDINATE LABELING OF DEVICES WITH OUNER'S REPRESENTATIVE.

PROVIDE CONTROL PANEL WITH HOLD-OPEN STRUTS ON BOOTH SIDES.

(9 ) ARCHITECTURAL FACING AND BLOCKING TO MATCH CABINETS AND COUNTERS,

SEE ARCHITECTURAL DETAILS AND PLANS. REVISIONS
MARK DATE DESCRIPTION
ISSUE DATA
ISSUE DATE: FEBRUARY 2006
ISSUE TYPE: CON. DOCS.
DRAWN BY: R.G. KOLKMAN
CHECKED BY: W.B. GRANDY

A CAD FILE NAME:  0568.EP101.DWG
DFCM PROJECT # 05032100
COPYRIGHT: STATE OF UTAH

SHEET NUMBER:

EP6O |






